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Operate Nationwide
All operators directly employed & highly experienced

All operators have CPCS accreditation

Biodegradeable oils used in all machines
Own in house transport and haulage fleet
FORS (fleet Operator Recognition Scheme) accredited
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DATA SHEET T +44(0) 1931 714270

PLANT SPECIFICATIONS - FLEET SUMMARY E info@waitings.co.uk

Long Reach Excavators W www.waitings.co.uk
2 . : Overall
Operating Max Outreach Max Dig Overall Folded Machine U/CTrack Overall U/C track Ground
A Max Depth 3 : Crawler .
Weight on Ground Height Height Length Gauge Width Shoes Pressure
Manufacturer Model (m) Length
(tonne) (m) (m) (m) (m) (m) (m) (m) (mm) (kPa)
A B C 1 2 3 4 5

CAT 395LRE 105 30 25.3 26 5.18 19.75 6.35 3.51 4.26 750 134
CAT 395LRE 105 24 18 20.5 5.18 15.75 6.35 3.51 4.26 750 134
CAT 352F 60 22 13.04 14.70 3.53 16.46 5.38 3.72 4.62 900 69.00
CAT 349LRE 60 19.64 13.04 14.70 3.73 11.92 5.37 2.74 3.64 900 58.00
CAT 340LRE 48 23.6 16.6 17.17 3.54 14 5.03 2.93 3.78 850 57.7

CAT 336LRE 42 22 15.5 17.4 3.67 13.5 5.02 2.59 35 900 58
CAT 336LRE 40 19.85 14.70 14.60 3.51 16.50 5.02 2.59 3.50 900 53.44
JCB JS370 LR 42 21.50 17.03 15.83 4.20 17.09 4.51 2.60 3.50 900 54.00
Hitachi ZX350 LC 36.5 21.91 17.41 17.17 3.28 16.96 4.95 2.59 3.39 800 55.15
Hyundai HX300L 32 18.40 14.82 14.50 3.34 14.56 4.94 2.60 3.40 800 44.13
Hyundai HX300L 335 22 17.50 16.30 3.34 14.56 4.94 2.60 3.40 900 45.20
JcB 220X LC 24 15.51 11.99 12.71 3.02 12.55 4.46 2.39 3.19 800 40.21
JCB JS220 LR 24 15.51 11.99 12.71 3.02 12.55 4.46 2.39 3.09 700 38.28

HX145
HYUNDAI ZEROTAIL 17 135 8.6 9.1 3.215 8.5 3.8 2 2.7 700 39
CASE XC130 LR 15.40 13.10 10.13 12.07 2.66 10.39 3.76 1.99 2.69 700 33.00
Hitachi ZX85 9.50 10.17 7.65 10.37 2.69 8.10 2.92 1.87 2.32 450 44.03
Kobelco SR75 9.00 10.10 7.65 10.41 2.65 8.20 2.83 1.85 2.45 450 31.00
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DATA SHEET T +44(0) 1931 714270

CAT 395 LRE E info@waitings.co.uk

30m Long Reach Excavator W www.waitings.co.uk

100t+ long reach excavators available | Up to 30m outreach

2D & 3D machine control | Various attachments available
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Maximum digging depth 25300 mm

-16 \
l_ Maximum operating weight 105te
L
K
J

19 | Maximum reach at ground level 30500 mm

20 \ AW / Maximum cutting height 26 000 mm
N 7

v N, /| Maximum loading height 21 000mm

Track width retrs cted (750 pads) 3500 mm

Track width extended (750 pads) 4260 mm

24 ,4/ Ground bearing pressure 134 kPa

I 1 *Exact figures dependant on configuration and bucket selection, please ask for more information.
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DATA SHEET T +44(0) 1931 714270

CAT 395 LRE E info@waitings.co.uk

24m Long Reach Excavator W www.waitings.co.uk
100t+ long reach excavators available | Up to 30m outreach
2D & 3D machine control | Various attachments available
[
1Y
\ 1
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\ / Maximum operating weight 105te
\ AV A Boom Option LRE Boom
15.0 m
\ _— Stick Option LRE Stick
i) 10.5m
\ } Maximum digging depth 18 000 mm
\\ Maximum reach at ground level 24 000 mm
/ Maximum cutting height 20 500 mm
4 Maximum loading height 16 500 mm
! / Track width retracted (750 pads) 3500 mm
\ I Track width extended (750 pads) 4260 mm
‘\ \ Ground bearing pressure 134 kPa
\\ ON / *Dimensions may vary depending on bucket selection
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DATA SHEET

CAT 349 LRE

20m Long Reach Excavator

T +44(0) 1931 714270

E info@waitings.co.uk

W www.waitings.co.uk

100t+ long reach excavators available | Up to 25m outreach

2D & 3D machine control |

Various attachments available

- ! Maximum operating weight 60te
y Boom Option LRE Boom
( _i . 11.5m
Stick Option LRE Stick
T 85m
/ / Maximum digging depth 13 040 mm
/ LY | Maximum reach at ground level 20 000 mm
b Maximum reach of working equipment 19 790 mm
L% Maximum cutting height 14 700 mm
/ \ ' Maximum vertical wall digging depth 11 280 mm
Y Track width retracted (900mm shoes) 3290 mm
Track width extended (900mm shoes) 3790 mm
\ Ground bearing pressure 69 kPa

*Dimensions may vary depending on bucket selection
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CAT 340 LRE E

W www.waitings.co.uk

+44(0) 1931 714270

info@waitings.co.uk

24m Long Reach Excavator

100t+ long reach excavators available

2D & 3D machine control |

Up to 25m outreach

Various attachments available
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4 Maximum operating weight 48te
) \ Boom Option LRE Boom
-5 I 13.1m
-6 \ Stick Option LRE Stick
7 \ 11.1m
8 \ Maximum digging depth 16 600 mm
B \ Maximum reach at ground level 23 600 mm
-9 \ Maximum vertical depth 15 700 mm
-10 N Maximum height 17 170 mm
11 \\ Maximum loading height 15630 mm
12 N\ Arm digging force 106 KN
\\ | Bucket digging force 151 KN
-13 \\ l ¢ Bucket turning degree 170 degrees
-14 ‘\ Transport total length 17 960 mm
-15 N g Transport total height 3670 mm
16 ] Track width 850 mm
™ ] Overall track width 3780 mm
-17 Ground breaking pressure 57.7 kPa
-18 *Dimensions may vary depending on bucket selection
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DATA SHEET T +44(0) 1931 714270

CAT 336 LRE E info@waitings.co.uk

22.5m Long Reach Excavator W www.waitings.co.uk
100t+ long reach excavators available | Up to 25m outreach
2D & 3D machine control | Various attachments available
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. \yﬁ y Maximum operating weight 44te
\ { i Boom Option LRE Boom
-5 \ A 12.3m
-6 \ LY Stick Option LRE Stick
-7 \ 4 10.2m
8 N ; Maximum digging depth 15 500 mm
\\ \ Maximum reach at ground level 22 000 mm
-9 el Maximum vertical depth 14 500 mm
-10 4| })' Maximum height 17 400 mm
=l | Maximum loading height 15300 mm
12 » Arm digging force 61 KN
\ Bucket digging force 151 KN
-13 \\ p Bucket turning degree 170 degrees
-14 S = Transport total length 17 300 mm
-15 == — = Transport total height 3670 mm
16 Track width 900 mm
Overall track width 3500 mm
At Ground breaking pressure 58 kPa
-18

*Dimensions may vary depending on bucket selection

2524 232221201918 17 161514 13 12 11 10 09 08 07 08 06 05 04 03 02 01 00

WAITINGS



DATA SHEET T +44(0) 1931 714270

CAT 336 LRE E info@waitings.co.uk

20m Long Reach Excavator W www.waitings.co.uk
100t+ long reach excavators available | Up to 25m outreach
2D & 3D machine control | Various attachments available

15 |

14 //(’

13 7 S

1 2 // ‘\,_'\T d

\

—\
o
~

©
N

O =~ N W PH O N ®

\.
-6 l B\ |
-7 \ ‘J{‘ | Maximum operating weight 40te
-8 \ L Boom Option LRE Boom
\ | 10.5m
-9 \ | Stick Option LRE Stick
10 ~ { | Bm
\ 1\ r / Maximum digging depth 14 850 mm
-11 ‘\ | / Maximum reach at ground level 19 600 mm
- o % Maximum cutting height 14 600 mm
1l ! L/
\ . Maximum loading height 12 250 mm
-13 \ // Track pads 900 mm
14 S | — Overall track width 3500 mm
—— Ground bearing pressure 53 kPa
‘1 5 *Dimensions may vary depending on bucket selection
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DATA SHEET

JCB370 LRE

22m Long Reach Excavator

100t+ long reach excavators available

2D & 3D machine control | Various attachments available

&

T +44(0) 1931 714270

E info@waitings.co.uk

W www.waitings.co.uk

Up to 25m outreach

Gross weight 42te
Maximum digging outreach 21706 mm
Maximum digging outreach on ground 21 600 mm
Maximum digging depth 17 039 mm
Maximum digging height 15831 mm
Maximum dumping height 14 350 mm
Minimum swing radius 7 728 mm
Bucket rotation 182 degrees
= | | Maximum bucket tearout 1176 kNm
Maximum dipper tearout 88.9 kNm
Track pads 900 mm
Overall track width 3500 mm
Ground bearing pressure 54 kPa

24 232221201918 17 16 1514 13 12 11 10 09 08 07 08 06 05 04 03 02 01 00

*Dimensions may vary depending on bucket selection
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DATA SHEET

HYUNDAI HX300 LRE

19m Long Reach Excavator

100t+ long reach excavators available |

2D & 3D machine control |

e

2120191817 16 1514 13 12 11 10 09 08 07 08 06 05 04 03 02 01 00

T +44(0) 1931 714270

E info@waitings.co.uk

W www.waitings.co.uk

Various attachments available

Up to 25m outreach

Operating weight 35te

Boom Length 10 200 mm
Dipper Length 7 850 mm
Maximum outreach 19110 mm
Maximum outreach on ground 19 000 mm
Maximum depth 14 820 mm
Maximum vertical wall digging depth 12 020 mm
Maximum digging height 14 500 mm
Minimum swing radius 6 250 mm
Track pads 800/900 mm

Overall track width

3 400/3 500 mm

Ground bearing pressure

44 kPa

*Dimensions may vary depending on bucket selection
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DATA SHEET

JCB220X LRE

16m Long Reach Excavator

100t+ long reach excavators available |

2D & 3D machine control |

T +44(0) 1931 714270

E info@waitings.co.uk

W www.waitings.co.uk

Various attachments available

Up to 25m outreach

Operating weight 25 te
Boom Length 8700 mm
Dipper Length 6400 mm
Maximum outreach 16 114 mm
Maximum reach on ground 16 000 mm
Maximum digging depth 11 985 mm
Maximum digging height 12 710 mm
Maximum dumping height 10451 mm
Bucket rotation 183 degrees
Maximum dipper tearout 68.4 kN
Maximum bucket tearout 99.8 kN
Track pads 750 mm
Overall track width 3190 mm
Ground bearing pressure 41 kPa

1817 16 1514 13 1211 10 09 08 07 08 06 05 04 03 02 01 00

*Dimensions may vary depending on bucket selection
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HYUNDAI HX1 45 LRE E info@waitings.co.uk

13.5m Long Reach Excavator W www.waitings.co.uk
100t+ long reach excavators available | Up to 25m outreach
2D & 3D machine control | Various attachments available

Maximum operating weight 17te
Boom Option LRE Boom
7.7m
Stick Option LRE Stick
5.8m
Total length 14 000 mm
Maximum reach 13 500 mm
Maximum depth 8 600 mm
Maximum vertical depth 7 400 mm
Maximum height 9100 mm
Maximum loading height 6 800 mm
Arm digging force 61 KN
Bucket digging force 99 KN
Transport total length 10 800 mm
Transport total height 3350 mm
Track width 700 mm
Overall track width 2 700 mm
Ground breaking pressure 39 kPa

*Dimensions may vary depending on bucket selection
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DATA SHEET T +44(0) 1931 714270

HITACHI ZX85 LRE E info@waitings.co.uk

10m Long Reach Excavator W www.waitings.co.uk
100t+ long reach excavators available | Up to 25m outreach
2D & 3D machine control | Various attachments available

HITACHI Y
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Operating weight 9te 3 \
Maximum digging depth 7 650 mm -
Maximum digging reach at ground level 10170 mm -4 \
Maximum outreach 10 280 mm
Maximum cutting height 10370 mm -5
Maximum loading height 8280 mm
Minimum loading height 1680 mm -6
Track pads 450 mm 7 L N
Overall track width 2320 mm -
Ground bearing pressure 44 kPa -8

*Dimensions may vary depending on bucket selection

1312 11 10 09 08 07 06 05 04 03 02 01 00
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DATA SHEET T +44(0) 1931 714270

KOBELCO SR75 LRE E info@waitings.co.uk

10m Long Reach Excavator W www.waitings.co.uk
100t+ long reach excavators available | Up to 25m outreach
2D & 3D machine control | Various attachments available

Operating weight 9te
Maximum outreach on ground 10 100 mm
Maximum depth 7 650 mm
Maximum digging height 10410 mm
Overall height 2650 mm
Folded machine length 8200 mm
Overall width 2 450 mm
U/C track shoes 600 mm
Ground breaking pressure 31 kPa

*Dimensions may vary depending on bucket selection
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CAT349 60te 20m LONGREACH
EXCAVATOR FITTED WITH SG60 MOVAX
SIDEGRIP/DH25 IMPACT HAMMER

T +44(0) 1931 714270
E info@waitings.co.uk

W www.waitings.co.uk

* Impressive production rates

* No costly set-up required: Movax
Control System (MCS TM)
permanently fitted to excavator, and
so available at short notice

* Great stability at reach with
HDHW undercarriage & 900mm
track pads

* Quickly interchangable between
sidegrip & impact hammer

» Fitted with 3D machine control so
can be used for dredging and lifting

operations

TECHNICAL DATA

- Standard mounting with pin adapter (tilt +/-15°, no rotation).

Total weight (excl. adapter)
Available with bolt-on-plate mounted rotation device

with tilt device kg 4400
with tilt+rotation device kg 4700 (HilEEL5S rotationsy=60%:

Ram weight kg 2060 - Available with drive caps for a range of different pile sections.

Blows per minute 1/min 0-100

T i s Controlled with the MOVAX Control System (MCS™)

Drop height () 0-1L2 . Available with the MOVAX Information Management System

Pressure relief set max bar 350 (MIMS™)

Operating pressure bar 200

Oil flow rate |/min 120

Tilt angle 2 +/-15

SR . +e  SUITABLE PILES ® @

i = % TYPES AND DIMENSIONS ©® @

Transport width mm 1200 Sheet piles width 400 - 1200 mm

Transport depth mm 1870 depth 265 mm LENGTH & WEIGHT

Excavator class H-beams size H180-H500 6 m x 2 800 kg
Excavator mounted t (28) 30-50 Timber piles size 160 - 420 mm 12 m x 1 900 kg
Excavator leader-mounted t 35-50 Tubular piles, tubes size up to 762 mm 16 m x 1 300 kg

WAITINGS \/



Amplitude

Amplitude

DATA SHEET T +44(0) 1931 714270

PILING EQUIPMENT E info@waitings.co.uk

MOVAX SG75V, MOVAX SG60, W www.waitings.co.uk
DH-25 IMPACT HAMMER, EMV’S
SILENT PILING

General uses: Sheet piles | H beams | Tubular piles | Timber
piles | Install from land, pontoons & barges - no gates required
Handles, pitches and drive piles | Resonance-free, so suitable
where vibrations are to be kept to a minimum | EMV’s available

We hold in stock various sizes
of sheet piles, tubular piles &
H piles for delivery at short
notice on our own transport.

TECHNICAL DATA

Total weight (excl. adapter)

with tilt device kg 4400
with tilt+rotation device kg 4700
Ram weight kg | 2060
Blows per minute 1/min 0-100
Impact energy kNm 0-25
Drop height m 0-1,2
Pressure relief set max bar 350
Operating pressure bar 200
Oil flow rate |/min 120
Tilt angle e +/-15
Rotation angle ° +/- 60
Total height mm 4460
Frame width mm 500
Transport width mm 1200
Transport depth mm 1870

Excavator class
Excavator mounted t (28) 30-50
Excavator leader-mounted t 35-50

STANDARD

At SUITABLE PILES ® @

TYPES AND DIMENSIONS ©®© @

Sheet piles width 400 - 1200 mm
depth 265 mm
H-beams size H180-H500
Timber piles size 160 - 420 mm
Tubular piles, tubes size up to 762 mm
Startup Fullspeed Shutdown LENGTH & WEIGHT
RESONANCE FREE ’fz"‘r:ffgﬁo"ig
SG (V)-MODELS
16 m x 1 300 kg

&8 B8 o0,
v Be Vv

Statup |  Fullspeed |  Shutdown

WAITINGS V7
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MACHINE CONTROL E info@waitings.co.uk

W www.waitings.co.uk

Models careated in-house from clients design or as surveyed data | Trimble, Prolec
and Leica systems used | Systems can operate on either SIM card or Base Station

AutoCad and Trimble Business Centre used to create and amend models

WAITINGS ‘V’

Wind * Water + Waste

WAITINGS V7
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DATA SHEET T +44(0) 1931 714270

LGP Equipment - Tracked Dumpers & E  info@waitings.co.uk
Excavators W www.waitings.co.uk
Tracked dumpers up to 12te | Tracked excavators up to 15te

WAITINGS VI
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TANK BRIDGE E info@waitings.co.uk

50te Capacity W www.waitings.co.uk

Maximum span 12m | Complete with decking kerbs and

brackets | Supplied with handrail

Maximum span 12 000 mm
Overall width (not separated) 3 700 mm
Internal width (not separated) 3200 mm
Internal width (separated with a non-weight 4000 mm
Bearing strip)

Overall weight of both sections 10 tonne
Width of each unit 1850 mm
Minimum bank support 760 mm
Weight of each unit 5 tonne

WAITINGS
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TRANSPORT E info@waitings.co.uk

W www.waitings.co.uk

HIAB + DRAG

* FORS Accredited

* CPA Member Hiab Payload 10t - Gross 32t

* RHA Member
Hiab + Drag Payload 17t - Gross 44t

*1SO 9001/14001/45001 Accredited

LOW-LOADERS

CAT 2 - 40t Payload - Gross 80t

CAT 3 - 55t Payload - Gross 150t

8 WHEELER TIPPERS
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DATA SHEET T +44(0) 1931 714270

VOLVO FH46O E info@waitings.co.uk

56T/M W www.waitings.co.uk

VOLVO FH460 Hiab and drag

SPECIFICATION

Designation
Truck model
Cab type..
Bed dimensions, lower (max.) 815%x2000x160 mm
Bedidimensionsupper: 600x1900x100 mm
Door opening angle
Total height with configuration as below..
Chassis

.FST-PAR
.. Low

T e
1365 A wB L 1370 Jl N J
‘ T Cab 2495

Chassis Dimensions [mm]

Front axle installation ..

WB Wheelbase 4300 4350 4600 4900 5100 5600 600(
A Overall Chassis Length 9410 9510 9860 10310 10660 11410 12060
D Center of rear axle to front of body 3310 3360 3610 3910 4110 4610 5010
N  Rear Overhang (Min.) 1225 1225 1225 1225 1225 1225 1225
N  Rear Overhang (Max.) 2375 2425 2525 2675 2825 3075 3325
T  Theoretical Wheelbase 3843 3893 4143 4443 4643 5143 5543
Y Center of Gravity for Payload (Min.) -2792 -2819 -2957 -3117 -3232 -3504 -3733
Y Center of Gravity for Payload (Max.) -2792 -2819 -2957 -3117 -3232 -3504 -3733
W Body Length (Min.) 6986 7066 7466 7946 8266 9066 9618
W  Body Length (Max.) 6986 7066 7466 7946 8266 9066 9618
Chassis Weights [kg]

Front Axles 6330 6320 6275 6220 6190 6120 6080
Rear Bogie 1865 1885 1970 2065 2135 2260 2370
Kerb Weight 8195 8205 8245 8285 8325 8380 8450
Payload (including body, driver, fuel, etc.) 10805 10795 10755 10715 10675 10620 10550

Turning Diameter [mm]

Turning Circle Diameter Kerb to Kerb 17600 17800 18600 19500 20200 21800 23100
Turning Circle Diameter Wall to Wall 18900 19100 19900 20800 21500 23100 24400
Plated Weights [kg] Design
Gross Vehicle Weight 19000
Gross Combination Weight 44000
Front Axles 0
Rear Bogie 19000

WAITINGS



DATA SHEET T +44(0) 1931 714270

EXCAVATOR MOUNTED WINCH E info@waitings.co.uk

Boughton Winch W www.waitings.co.uk

5 piston hydraulic | 25 - 40T carrier | 26T single line

pull | 150m wire

WAITINGS



DATA SHEET T +44(0) 1931 714270

PONTOONS E info@waitings.co.uk

W www.waitings.co.uk

Supply and installation of steel and plastic modular pontoons for
people and plant working platforms.

Large range of spuds, winches, handrails and other accessories
available.

WAITINGS



DATA SHEET

PONTOON HIABS

T +44(0) 1931 714270

E info@waitings.co.uk

W www.waitings.co.uk

Versatile pontoon hiabs designed to

maximise both the radius and duties of the
cranes. Operated by fully trained and

certified personnel.
configurations can be specified to suit site

requirements.

DUTY 26t/m

Various pontoon

LOAD DIAGRAM WITH LIFTING MOMENT LIMITING DEVICE

2295

1805

10,20

12,30

WAITINGS

F260BXP.22

< =Mmax  242kNm
2=Pmax 8000kg

A =<

USES: e Piling — Vibro and impact driving
e Flood defences

e Bridge installation and repairs

Diving works

DUTY 60t/m

LOAD DIAGRAM WITH LIFTING MOMENT LIMITING DEVICE

21

2 4 6 8 10 12 |WAITINGS

* Mmax 519 KNm

17 =Pmax 16000 kg
I 74 | & -Pnax_2200 kg

18
|

/ & | 1] | |
1600012170/[8655]6400[4975] [4015] [3350] [2820 @
3.004.35] .20 7.35 5.180 11.90/ 14.05 [16.30
2200](1850]1550] [k
18.70(21.2023.70/ | m
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NATO WORKBOAT

Road Transportable Workboat

T +44(0) 1931 714270
E info@waitings.co.uk

W www.waitings.co.uk

General
Type
Classification
Construction
Weight

Dimensions
Length
Beam

Draft

Propulsion
Engine deutz
Total power
Propulsion
Propellor dia.

Performance
Max speed
Bollard pull

Shallow draught workboat
BSS certified

Steel hull

6.5te

9.2m
2.5m
0.96m

250HP air cooled

250HP

360 degree rudder propellor
600mm

9.0 knots
2.0 tonne

Features

360 degree propellor highly manouverable
Push bows

2 No. stern hitching winches

Shallow draught

Road transportable

Air cooled

4 No. lifting points

VHF radio

WAITINGS W/
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T +44(0) 1931 714270

SOLID RIB WORK/SAFETY BOAT E info@waitings.co.uk

Road Transportable Workboat

General

Type

Classification
Construction

Weight

Dimensions
Length
Beam

Draft

Propulsion
Engine

Total power
Propellor dia.

Performance
Max speed

Shallow draught
work/safety boat
BSS certified

GRP hull foam filled
solid tubes

2.5te

6.1m
2.5m
0.65m

Twin 60HP outboards
120HP
300mm

35 knots

W www.waitings.co.uk

Features

Maximum number of persons to be carried
(including crew) 8

Permitted area of operation:
Category 4 / 20 miles from a safe haven

Maximum cargo 450kg + 2 crew
Push bows

4 stroke Yamaha outboards
VHF radio

Road towable/transportable on twin axle
roller trailer

Garmin echo map

Chartplotter/sonar

WAITINGS V7






